
 37.07 

MANUAL Z-AXIS PIVOT LOCK

 20.00 

 24.00 

 35.44 

 36.00 

SHOWN WITH CHUCK SETUP

MANUAL Z- HEIGHT ADJUSTMENT

TOUCH SCREEN OPERATOR
INTERFACE

IMC-SERIES MARKING HEAD

I-MARK DRIVE CONTROLLER

I-MARK INDUSTRIAL PC

HEAVY DUTY CASTERS WITH LOCKING 
MECHANISM (FRONT PIVOT REAR FIXED)

GROUND MACHINE TOOLING PLATE
WITH BLACK OXIDE FINISH

SHOWN WITH BREADBOARD IN PLACE

SLIDING TOOL PLATE FOR 
POSITIONING OF CHUCK
& BREADBOARD

 30.00 

5.00 THRU HOLE FOR 
EXTENDED LENGTH PARTS

 15.0" DIA. TOOLING CHUCK 

DETAIL A 
SCALE 1 : 4

QUICK RELEASE CAM /LOCK HANDLES
FOR REMOVAL / ADDITION OF TOOLING
BREAD BOARD

HANDWHEEL STYLE CHUCK KEY FOR
EASE OF USE AND QUICK SETUP

(2) PIECE OD/ID CLAMPING
JAWS
EXTENDED CHUCK SUPPORT PADS
TO ALLOW CLAMPING OF UP 
TO 20" DIA PART

FIXTURE PULL PINS TO ALLOW
FOR TABLE POSITIONING FRONT
TO BACK IN 2.0" INCREMENTS

 2.00 

 2.00 

DETAIL B 
SCALE 1 : 4

M8 x 1.25 TAPPED HOLE PATTERN
FOR TOOLING MOUNT

 13.25 

6.00
Z-TRAVEL

DETAIL C 
SCALE 1 : 4

KITZEL AEROSPACE
UID MARKING DIAMOND
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FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER:

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL  

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
COLUMBIA MARKING TOOLS.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
COLUMBIA MARKING TOOLS IS 
PROHIBITED.
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